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System Diagram

®

DATA AMPLIFIERS (DA) ARE NOT NEEDED
IN HD TUBE SYSTEMS

TO ANY
NUMBER OF
ADDITIONAL

BUFFER
BOXES

BUFFER BOX

VERSA DRIVE D2 (SHOWN)
SERIAL OUTPUT PORTS = 4
MAXIMUM # OF PIXELS PER PORT = 2048
MAXIMUM # OF 1M  HD VERSA TUBES PER PORT = 56

VERSA DRIVE C1
SERIAL OUTPUT PORTS = 1
MAXIMUM # OF PIXELS = 1024 / 2048
MAXIMUM # OF 1M VERSA TUBES = 28 / 56

AC INPUT

AC INPUT

AC INPUT
VERSA DRIVE

MAXIMUM LENGTH
OF SERIAL CABLE
BETWEEN DEVICES= 100M

AC INPUT
DVI VIDEO INPUT (D2 ONLY)

100-264VAC 50/60 HZ
FOR ALL DEVICES

10M MAXIMUM

ADDITIONAL AC POWER FEED
NEEDED!

NEXT 10M

EXTEND UP TO 56M (2048 PIXELS)

EVERY 10M @ 120 VAC
EVERY 20M @ 240 VAC

MAXIMUM LENGTH OF LOCAL DATA JUMPER = 3M
MAXIMUM LENGTH OF AC POWER JUMPER = NO LIMIT


